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HHIIGGHHLLIIGGHHTTSS  
 

CORPORATE  

¶ Strong cash position $56.6 million, facilitating a pipeline of project acquisition opportunities 
for evaluation by Heron. 

 

A1  GOLD M INE  DEVELOPMENT PROJECT  
Exploration core drilling continues to demonstrate considerable gold endowment within the A1 alteration 
system, occurring as stock work and reef style mineralisation: 

¶ Hole L7_0012  

¶ 0.5m at 149 g/t Au from 218m down hole. 

¶ 3m at 12.3 g/t Au from 275m down hole. 

¶ 3.6m at 7.95 g/t Au from 439m down hole. 

¶ Hole L7_0046  

¶ 156.5m @1.67g/t Au from 354.4m down hole. 

Including 90m at 1.63g/t Au and 55m @ 1.95 g/t Au. 

¶ Hole L7_0046  

¶ 0.6m @ 10.7 g/t Au from 278m down hole. 

¶ 0.5m @ 6.82 g/t Au from 328 down hole. 

¶ Hole L7_ 0049  

¶ 19m at 6.83 g/t Au. 

Including 10m at 11.2 g/t Au. 

 

EXPLORATION  PROJECTS  

¶ Mt Zephyr, drilling confirms VMS style sulphide mineralisation with anomalous zinc and 
copper as sphalerite and chalcopyrite within massive pyrite and pyrrhotite sulphide 
lenses. 

¶ Shay Gap, iron mineralisation identified by reconnaissance sampling. 
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AA11  GGOOLLDD  MMIINNEE  
  
A1  GOLD M INE (H ERON OPTION TO PURCH ASE 100% ,  COMMENCED AUGUST 2009 )  

 

BACKGROUND  

 

 
 

Heron is evaluating the resource potential of the A1 Gold Mine 
located 120 km East North East of Melbourne in Victoria 
Australia. The work is conducted under a 2 year option to 
purchase and involves underground development, drilling and 
metallurgical studies. These are complemented by permitting 
studies to ensure a smooth transition from the evaluation work to 
production should the results warrant.  

Unlike the goldfields of Ballarat and Bendigo where gold is 
hosted in saddle reefs within sediments, the A1 is hosted by 
mafic dykes, which are intrusive rocks very similar to the 
dolerites which host much of the gold mineralisation in the 
Eastern Goldfields of Western Australia. 

The A1 Gold Mine historically produced over 450,000 ounces 
from high grade reefs. Heron is evaluating the mine for bulk 
mineable mineralisation which may be supplemented by high 
grade reef ore. The host dyke is up to 400m along strike and up 
to 80 metres across strike and has been mined for selected high 
grade reefs to the 23 Level over 700 metres below surface. 

EXPLORATION  

 
Figure 1 Schematic cross section showing dyke and 
flat reefs 

Currently there are three core drill rigs working underground 
from the 7 Level, two ñlong hole drill rigsò capable of drilling 
holes in excess of 400m and one smaller Kempe rig capable of 
drilling holes of up to 60 metres from small confined spaces in 
the historic workings. A total of 9 holes for 2452.6 metres were 
completed during the June Quarter by the long hole rigs and a 
further 20 holes for 359.4 metres were completed by the Kempe 
rig. 

Gold mineralisation occurs in shallowly dipping quartz veins 
which dip between 5 and 45 degrees east and west. These reefs 
have been the focus of historic mining and can be traced from 
one contact of the dyke to the other. Reefs have been mined out 
into the most sediments in a number of instances.  

The mineralised dyke is intensively silica and carbonate altered 
demonstrating the presence of a large mineralising system. 
Recent drilling has confirmed the presence of gold 
mineralisation in altered dyke without the presence of quartz 
vein stock works. 
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DRILLING  
 

Hole L7_0012 returned a number of significant intersections 
including high grade reef of 0.5m @ 149 g/t Au from 218m down 
hole, 3m @ 12.3 g/t Au including 1.6m @ 20.5 g/t Au from 275 
m and 3.6m @7.98 g/t Au from 439 metres down hole. These 
results are more typical of the reef and adjacent sheet and 
ladder veins. 

 

ole  Easting Northing RL (m) From 
Significant Intersections 

(>1g/t Au) 

L7_0012 429486 5848909 1688 218 0.5m @ 149g/t Au 

    254.6 16m @1.15g/t Au 

   incl 254.6 0.4m @ 7.1g/t Au 

   incl 270.2 0.4m @ 7.88g/t Au 

    275 3m @ 12.3g/t Au 

   incl 275.8 1.6m @ 20.5g/t Au 

    439.1 3.6m @ 7.95 g/t Au 

 
 

 

 

 

 

Highlight of the Quarter was the drill confirmation of substantial 
zones of stock work gold mineralisation with in the dyke host. 
Drill Hole L7_0046 intersected altered and veined dyke from 
285.5m through to 512.9m (EOH). Within this zone, 156.5 
metres of continuous gold mineralisation grading 1.67 g/t Au 
from 354.4m was intersected. The zone contained two internal 
zones of 55.5m @1.95 g/t Au from 354.5m and 90m @1.63 g/t 
Au from 421m. 
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Figure 2 Drill core from mineralised section of 

L7_0046 

The grade within the L7_0046 zone is remarkably consistent, 
with 75% of samples returning grades >1g/t (40% > 1.5g/t) and a 
maximum reported assay grade within the main zone of 0.5m 
@11.2g/t Au (higher grades are reported from other zones). 
Several occurrences of visible gold associated with thin quartz 
reefs (<0.3m) were identified in the core. 

Further drilling is underway to establish the significance of this 
intersection. The width of the dyke in this area will be 
determined by drilling at higher angles to the dyke margins. 
Veins in the dyke are generally flat lying to 45 degrees, dipping 
in two directions being west and east. This set of vein 
orientations means that hole L7_0046 intersected the veining in 
the most optimum drill orientation. 

 
 

 

 

Figure 3 Location of the L7_0046 drill intersection on a long 
section showing the mapped dyke and historic development and 
proposed decline. 

 
 

Hole Easting Northing RL From To Interval M g/t Au 

L7_0046 429481.7 5848878.2 1688.7 278 278.6 0.6 10.7 

    328 328.5 0.5 6.82 

    354.5 511 156.5 1.67 

   incl 354.5 410 55.5 1.95 

   incl 421 511 90 1.68 
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Kempe drilling intersected high grade mineralisation adjacent to 
the 7 Level adit from hole L7_0049 which returned an intercept 
of 10.4m @ 11.2 g/t Au from 11 metres down hole, within a 
broader zone of 19m @ 6.83 g/t Au.  This drill intercept is within 
6 metres of the 7 Level adit through which all ore from the mine 
was hauled for over 100 years. 

 

 
Figure 4 Level 7 drill plan showing recent Kempe drill results 


